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FENIX SPECIFICATIONS 
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TASK 

(No Headrest) 
EXECUTIVE 

(Including Headrest) 

 WARRANTY 

 10 Years 

 WEIGHT CAPACITY 

 150Kg 

 BACKREST 

BACKREST WIDTH (LEFT TO RIGHT) 47cm 

BACKREST HEIGHT FROM TOP OF SEAT 58cm Min: 77cm    Max: 83cm 

HEADREST HEIGHT ADJUSTMENT N/A 6cm 

LUMBAR SUPPORT HEIGHT ADJUSTMENT 5cm 

LUMBAR SUPPORT DEPTH ADJUSTMENT No 

 SEAT 

SEAT WIDTH (LEFT TO RIGHT) 52cm 

EFFECTIVE SEAT DEPTH (FRONT TO BACK) Min: 44cm    Max: 49cm 

SEAT HEIGHT (FLOOR TO TOP OF SEAT) Min: 42cm    Max: 51cm 

 ARMS 

INTERNAL WIDTH BETWEEN ARMS  Min: 44cm    Max: 57cm 

HEIGHT OF ARMS FROM TOP OF SEAT Min: 20cm    Max: 27cm 

LENGTH OF ARM PAD 24cm 

 GENERAL 

MECHANISM TYPE Weight Sensitive Synchronous 

CHAIR WEIGHT 16Kg 17Kg 

TOTAL HEIGHT OF CHAIR Min: 100cm    Max: 109cm Min: 119cm    Max: 134cm 

TOTAL WIDTH OF CHAIR Min: 68cm    Max: 75cm 

TOTAL DEPTH OF CHAIR (FRONT TO BACK)  70cm 

 CARTON 

CARTON DIMENSIONS 72 x 65 x 34cm 

WEIGHT OF PACKED CARTON 20Kg 21Kg 

E&OE Applies - measurements and weights are approximations only 
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